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GOAL POST FACTS

POWER. SKILL. VICTORY.

ORDERING INFORMATION

–  – Product  Stadium Pro Goal Post  –––––––––––––––––––––––––––––––––––––––––––––––––––––––– –  – Item                  Crosssbar    No.        Weight
–  – Stadium Pro 8000-20     23’4”  410491>> 1156 lbs
–– Stadium Pro 8000-20     18’6”  410493>> 1106 lbs
–– Stadium Pro 8000-30     18’6”  410492>> 1178 lbs
–– Stadium Pro 2000-20     23’4”  410181>>   942 lbs
–– Stadium Pro 2000-20     18’6”  410185>>   904 lbs
–– Stadium Pro 2000-30     18’6”  410182>>   984 lbs
–   – Stadium Pro 1000-30     23’4”     410232>>  940 lbs
–– Stadium Pro 1000-30     18’6”     410234>>  892 lbs
–––––––––––––––––––––––––––––––––––––––––––––––––––––––––  – Call 800-457-5337 to order or for more information

Prices do not include tax or shipping.
Warranty Information:  www.RogersAthletic.com/warranty

Stadium Pro™ 1000 (steel)

Main standard six feet behind the end line. Compare our hefty speci� ca-
tions with other brands.
�™���<�d�d�h�Z�c�Z�X�`���d�[���*���d�#�Y�#��
�™���8�g�d�h�h�W�V�g���d�[���*���d�#�Y�#��
�™���J�e�g�^�\�]�i�h���d�[���(���d�#�Y�#��

Stadium Pro™ 2000 (aluminum)

Corrosion resistant, the 2000 serves as the approved standard for 
�e�g�d�[�Z�h�h�^�d�c�V�a���V�c�Y���X�d�a�a�Z�\�Z���[�d�d�i�W�V�a�a���[�V�X�^�a�^�i�^�Z�h�#���I�]�Z���b�V�^�c���h�i�V�c�Y�V�g�Y���^�h���h�^�m���[�Z�Z�i��
behind the end line.
�™���<�d�d�h�Z�c�Z�X�`���d�[���*�º���h�X�]�Z�Y�j�a�Z��
�™���8�g�d�h�h�W�V�g���d�[���*�º���h�X�]�Z�Y�j�a�Z
�™���J�e�g�^�\�]�i�h���d�[���)�º�d�#�Y�#

Stadium Pro™ 8000 (8’ offset)

�L�^�i�]���V�c���Z�^�\�]�i�"�[�d�d�i���h�Z�i�W�V�X�`���[�g�d�b���i�]�Z���Z�c�Y���a�^�c�Z�!���i�]�Z���b�V�^�c���h�i�V�c�Y�V�g�Y���V�a�a�d�l�h��
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�™���<�d�d�h�Z�c�Z�X�`���d�[���+�º�d�#�Y�#��
�™���8�g�d�h�h�W�V�g���d�[���+�º�d�#�Y�#��
�™���J�e�g�^�\�]�i�h���d�[���)�º�d�#�Y�#��

>Regulation Widths
23’4” for high schools � elds
18’6” for college & pro � elds 

>Concrete Base Required
All Stadium Pro™ Goal Posts bolt to a poured concrete base (not 
included.) Speci� cations  available at www.RogersAthletic.com. 
Call for more information

>Powder–Coat Finish
All Stadium Pro™ Goal Posts are available  in white or optic yellow

 Offset      Gooseneck  Crossbar & Uprights    

Stadium Pro™ 8000-20  8'      Steel  Aluminum          
�'�%�����J�e�g�^�\�]�i�h   

Stadium Pro™ 8000-30  8'      Steel   Aluminum           
�(�%�����J�e�g�^�\�]�i�h   

Stadium Pro™ 2000-20  �+���� �����������6�a�j�b�^�c�j�b�� �� ���6�a�j�b�^�c�j�b            
�'�%�����J�e�g�^�\�]�i�h   

Stadium Pro™ 2000-30  �+���� �����������6�a�j�b�^�c�j�b�� �� ���6�a�j�b�^�c�j�b            
�(�%�����J�e�g�^�\�]�i�h

Stadium Pro™ 1000  �+���� �����������H�i�Z�Z�a�� �� ���H�i�Z�Z�a                        
�'�%�����J�e�g�^�\�]�i�h     


